
 

 

 

Male-to-Male T-thread adapter 
This adapter is also threaded internally for 1/25" filter cells, so it 
can be used to hold a single filter when attached to the front of 
the camera.   

 

110VAC to 12VDC Wall Transformer 
This 110VAC to 12VDC supply is a replacement for the power 
supply that is included with the ST-402ME camera.  The polarity 
is correct for this product (center pin positive) and the plug has a 
locking ring to hold it in place.  The locking ring differentiates it 
from a similar supply with negative center pin used for the STV. 
    

 

Power Supply Extension Cable 
This cable extends the cord from the wall transformer to the 
camera.  It is custom made with heavy gauge conductor for 
minimum voltage loss, similar to the extension cables offered for 
the ST and STL series cameras.  (The ST-402/1603/3200 
versions may appear slightly different from the STL version 
shown in the photo).       

 

CLA-5 Camera Lens Adapter with T to C Mount Adapter 
This lens adapter comes in two parts:  A T-to-C Thread adapter 
ring and a C-thread to 35mm lens adapter.  Both are necessary 
for using a 35mm camer lens with the ST-402/1603/3200 
cameras.  However, if you have C-mount lenses, only the T-to-C 
Thread adapter ring is required.   

 

Relay Adapter 
The relay adapter box converts the ST-402/1603/3200 
electronic relays to mechanical relays.  Most commercially 
available mounts such as those from Software Bisque, AP, 
Meade and Celestron do not require mechanical relays, but 
others, such as the classic Losmandy G-11 do require some 
other form of electrical isolation between the camera and the 
mount.  If you are not sure, check with your mount 
manufacturer.      

  


